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1. Introduction

@ Host Interface

v Serial Port : COM1 ~ COM20
€ Target Voltage : 3.3V, 5V USE Port
4 Download : EJTAG Cable - ' \‘ Power Switch
€ CORERIVER o
€ Supported Device § “ & staws Display
Pk —— Power ON
. DebuQQer g 159 ® — |SP Ready Check for MCU of Target System
: = — MDS RUN
MiDAS1.1 X 0] é L MDS Stop
MIDAS2.0 @) X |
MIDAS2.1 @) 0]
- Signal names of Cable
MiDAS2.2 O Not yet
: +3.3V or +5V
MIDAS3.0 @) 0] i END
| SCK
ATOM1.0 @) 0] ‘ BSENR
TouchCorel.0 0 Not yet d SDA
RoboCorel.0 @) 0]
Program &
TouchCore2.X @) 0] Debugger Cable
(Length : Apprx. 20cm)
TouchCore3.X @) 0]
MiDAS1.0b @) 0]
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2. Configuration

€ Configuration for ISP Programming Environment

€ GenlICE3000 System supports both of

Cable debugger and ROM Downloader.

Assembly

[ROM Writer Program on PC Host] [GenICE3000 System]

@ Accessories

ISP connector M11 EVA board M30 Bridge board
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PART Il : GenlCE Manager S/W

€ How to Download the Program

€ Introduction : Program & Toolbar
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1. How to Download the Program

1. Downl oad t h®ENPO6@ gfr raanfrdgitudt eine/Bupporting Tools/GENTOSO
of CORERIVER Homepage (www.coreriver.com ).

2. Il nstall the program

A G E® Tgorsos ).

(Def aul t

3. Downl oad t he@enlpbMampgesdm f fo r mrodudt Ene/Supporting

Tools/GenICE30000 o f

= 3 gentos

) adpem
() backup

3 bin

[ BIN_DSP

3 BIN_DSP _back
) doc

) DEP test

) example

) include
) include_keil

3 include_new

= lib

i lib_2. 4,0
) MEZ2_I2C_Master
o M22_I2C_Slave
() M30_I2C_Master
[) macro
[ share
) tmp

& henry

@) CORERIVER

A Icadpom

— ybackip
[Cbin

[ BIM_DSP

5 BIM_DSP _back
)doc

) DSP test
[yexample

[yinclude
[yinclude_keil

| 5yinclude_new

lib

lib-2 4,0

[y M22_12C _Master
[ M2212C _Slave
[y M30_I2C _Master
[Cymacro

[y share
atmp

¥ Gentos, exe

% GenlCE Manager exe

CORERI VERwbEbEime.pra gr (

2. 941KB
1.972KB

GenlICE3000

rector
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1. How to Download the Program

4. ROM Writer S/W using GenlCE3000 system supports MiDAS 2.0 Family.

v' 44-PLCC & TQFP : GCB9C591A0-PL44C / TQ44C
v' 64-SPDIP & LQFP : GC89C591A0-SP64C / LQ64C
v" 100-TQFP : GC89C591A0-TQ100C

5. ROM Writer S/W using GenlCE3000 system supports MiDAS 2.1 Family.
v’ 32-LQFP : GC89C520A0-LQ32I

6. ROM Writer S/W using GenlCE3000 system supports MiDAS 2.2 Family.

v 20-SOIC : GC89C510A0-20S0IC
v 20-SPDIP : GC89C510A0-20SPDIP
v' 20-QFN : GC89C510A0-20QFN
v' 16-SOIC : GC89C510A0-16SOIC
v 16-SPDIP : GC89C510A0-16SPDIP
v' 8-S0IC : GC89C510A0-8SOIC
v 8-SPDIP : GC89C510A0-8SPDIP

7. ROM Writer S/W using GenlCE3000 system supports MiDAS3.0
v 32-MLF : GC89L591A0-MLF32I
v’ 44-MQFP : GC89L591A0-MQ441P
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1. How to Download the Program

8. ROM Writer S/W using GenlCE3000 system supports ATOM 1.0 Family.

v’ 24-SOIC : GC49C501G0-24S0IC
v' 20-SOIC : GC49C501G0-20S0OIC
v' 8-SOIC : GC49C501G0-8S0OIC
v 8-SPDIP : GC49C501G0-8SPDIP

9. ROM Writer S/W using GenlCE3000 system supports TouchCore 1.0 Family.

v’ 20-SOIC : TouchCore10-20SOIC
v' 20-QFN : TouchCorel10-20QFN
v’ 8-S0IC : TouchCore10-8SOIC

10.ROM Writer S/W using GenlCE3000 system supports TouchCore 2.0 Family.

v' 44-PQFP : TouchCore20- 44PQFP
v' 40-QFN : TouchCore20- 40QFN
v’ 32-LQFP : TouchCore20-32LQFP
v’ 32-QFN : TouchCore20-32QFN

11.ROM Writer S/W using GenlCE3000 system supports TouchCore 2.1 Family.
v 32-LQFP : TouchCore21- 32LQFP
v’ 32-TQFN : TouchCore22- 32TQFN
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1. How to Download the Program

12. ROM Writer S/W using GenlCE3000 system supports TouchCore 2.3 Family.
v' 20-MLF : TouchCore23- 20MFL
v' 20-SOIC : TouchCore23- 20SOIC

13.ROM Writer S/W using GenlCE3000 system supports TouchCore 3.0 Family.
v’ 32-MLF : TouchCore30- 32MLF
v’ 24-MLF : TouchCore30- 24MLF

14.ROM Writer S/W using GenlCE3000 system supports TouchCore 3.1 Family.
v 32-MLF : TouchCore31- 32MLF

15.ROM Writer S/W using GenlCE3000 system supports TouchCore 3.2 Family.
v 32-MLF : TouchCore32- 32MLF
v’ 24-MLF : TouchCore32- 24MLF

16.ROM Writer S/W using GenlCE3000 system supports TouchCore 3.3 Family.
v’ 32-MLF : TouchCore33- 32MLF
v’ 24-MLF : TouchCore33- 24MLF

17.ROM Writer S/W using GenlCE3000 system supports TouchCore 3.4 Family.

v 32-MLF - TouchCore34- 32MLF
@> CORERIVER GenICE3000 [10]



1. How to Download the Program

18.ROM Writer S/W using GenlCE3000 system supports RoboCorel.0
v’ 32-LQFP : RoboCorel.0-LQ32I
v’ 32-MLF : RoboCorel.0-MLF32I

@5 CORERIVER GenlCE3000 [11]



2. Introduction : Program & Toolbar

— Title : Version information

— Initialize the buffer

Load the HEX file(*.ihex; *.hex) to the buffer
Serial port setting

Set Device
Set VDD

Select Mode : Refer to next Slide 12.

¥4 GENICE MANAGER [VER.Nov 27 2009]

00000090 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... .. .. .. .. ... .. Read
00000040 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... ... ... .. ... ..

fila serial device select function i
£ Function
- -hCare: o Erase .
COMB -] e all Q Refer to next Slide 11.
Blank check
5TR00 - s 33w .
Write |
goooooon FF FF FEF FF FF FF FF FF FF FF FF FF FF FF FE FF .. .. ... .. ... .. A Lock
goooool0 FF FF FEF FF FF FF FF FF FF FF FF FF FF FF FF FF .. ... ... .. ... .. =5
goooooz20 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF . ... .. .. .. ... . Auto
g0oooo3n FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF . ... .. .. .. ... .
gooooo4n FF FF FF FF FF FF FF FF FF FF FF FF FF FF FFE FF .. ... .. .. .. ... .. Run Target
00o0noOs0 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF . ... . .. .. .. .. .. .
goooooed FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF . ... .. .. .. ... . )
gooooo?0 FF FF FEF FF FF FF FF FF FF FF FF FF FF FF FE FF .. .. ... .. ... .. Werify
gooooogn FF FF FEF FF FF FF FF FF FF FF FF FF FF FF FF FF .. .. .. .. .. ... ..

0000Q0BD FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF .. .. . 0 oooo - |FFFF
A00000CH FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF . . . . . . .
40000000 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF . . . . . . . Stop

000000EQ FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... ... .. ... ... —_
000000F0 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... .. ... .. ... .. Setting
00000100 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... ... ... .. ... .. -

4 P=T =R =t R =T =T =% =R = =T =% = T = =T =1 = == =T =1 =B =© =T =1 =B =* = =1 = W =* = =1 =1 g

A

G2 UpGrade
I I G13 UpGrade

i

—— Check or modify the byfferés data of MCU ROM
See the status for checking the progression.

@) CORERIVER GenICE3000  [12]



2. Introduction : Program & Toolbar

function [ M]
_ Emst | «——— Frase: Erase the bufferos data (all 64KB ROM)
Blankcheck | «—————— Blank : Check if the MCU ROM is blank status
#ite | «<———— Write : Program the MCU ROM using HEX code in the Buffer
Lock «— Llock

¢—— Auto: Aut o burning according to below ASetting/ Auto Co
Fun Target | «— Run(or Stop) Application : Execution or stop Target board

Warify «— Verify : Verify between the MCU ROM and HEX Code in the Buffer

Read <+— Read : Read HEX code from MCU ROM to the buffer
Selecr Addr : Select start & end Address

Ml

g
3
|

sitop <— Stop : Stop the current progressing function
Sﬁ'i"¢<—8etting : Set the fAAuto Configd Option, AfnUser Define

G2 UpGrade
GI3 UpGrade

Jpgrade : Upgrade for GenlCE2000
<+— Upgrade : Upgrade_for GenlCE3000

setting

auto config | user define | information block | lock bit | @ User can set the wanted option for MCU

. €Dondt change the default se
v Erase v Wirite iUser Defined and Al nfor mat
I~ Blank I~ Werify tab menus.
[~ Lock

Cancel
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2. Introduction : Program & Toolbar

[ Select ]
[
—select
~ code Code . Change the ABuffer Modeo to fiCode Buffero
" geprom «—  EEPROM: Change the fABuffer Modedo to AEEPROM Bufferao

~

0000F800 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F810 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F820 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F830 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F840 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F850 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F860 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F&70 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F&8&0 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F&90 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F840 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F8EB0 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F&C0 FF FF FF FF FF FF FF FF FF FF FF FF FF FF
0000F2D0 FF FF FF FF FF FF FF FF FF FF FF FF FF FF

@ After select the buffer mode, display the selected buffer.
®User can modify the bufferos data.

[ Function with Buffer Mode ]

@ The below commands only run with selected buffer mode (Code or EEPROM Buffer).
- Commands : Blank, Write, Verify, Read, Lock, and Auto

-Ifyouselectthei Code kwmfdf garutn t he Awrited command,
ROM Writer Program writest he dat a f r o mto ALESE ofeMClBBuUf f er O

-Ifyouselectthe A EEPROM &ndfreum the Awrited command,
ROM Writer Programs writet he dat a fr om AEEEPRGBVOOMMCB.UTf f er O

€ The Erase command runs over all the program buffer (Code & EEPROM Buffer).
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PART IIl : How to Use ISP (In-System Programming)

@ Procedure

% GREE , GenlCE3000



1. Procedure (1 of 6)

1. Set up the GenlCE3000 system, target system board and PC.
1) ROM Writer Program on PC Host

[ROM Writer Program on PC Host] [GenICE3000 System] [Target board]
2. Set up Accessories ISP connector M30 Bridge board
1) USB cable

2) ISP connector

@) CORERIVER GenlICE3000 [16]



1. Procedure

3. Run the GenICE3000 Manager (GenlCE_Manager.EXE).

8 GENICE MANAGER) [VER.Noy 27 2009] X
file serial device select function
Mew | open | Sawe | ||[COME <] | [TowchCore3n <] | @ al Erase
Blank check
w00 -] & 33 y
rite

00000000 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF 00000000 # Lock
00000010 FF EF FF FF FF FF FF FF FF FF FE FF FF FF FF FF ... .. 00 . i0ii —

00000020 FF FF FF FF FF FF FF EF FF FF FF FF FF FF FF FE .. . 0ooitoooo At
00000030 FF EF FF FF FF FF FF EF FF FF FF FF FF FF FF FF ... .. 000 oo —_—
00000040 FF FF FF FF FF FF FF FF FF FE FE FF FF FF FF FE ... .. . .. . Fun Target
00000050 FF EF FF FF FF FF FF EF FF FF FF FF FF FF FF FF ... .. 00i oo —
00000060 FF FF FF FF FF FF FF FF FF FE FE FF FF FF FF FE ... .. . .. . ;
00000070 FF EF FF FF FF FF FF EF FF FF FE FF FF FF FF FF ... .. 00i oo Werify
00000080 FF FF FF FF FF FF FF EF FF FF FF FF FF FF FF FE ... . oooiooo T
00000090 FF EF FF FF FF FF FF EF FF FF FF FF FF FF FF FE ... .. 00i oo Fiead
00000040 FF FF FF FF FF FF FF EF FF FF FF FF FF FF FF FE ... .0ooitoooo e
000000B0 FF EF FF FF FF FF FF EF FF FE FE FF FF FF FF FE ... .. . ... 0000 |FFFF
000000C0 FF 5F FF FF FF FF FF EF FF FF FF FF FF FF FF FE ... . oooitoooo

000000D0 FF EF FF FF FF FF FF EF FF FF FF FF FF FF FF FF ... .. 00i oo Stop
000000ED FF TF FF FF FE FF FF EF FF FF FE FF FF FF FF FF L& |
000000ED FF EF FF FF FF FF FF EF FF FF FF FF FF FF FF FE ... . 0000 0 Setiing
00000100 FF TF FF FF FE FF FF EF FF FF FE FF FF EF FF FF :

153

Gl2 UpGrade
GI3 UpGrade

4. set serial baud rate like below, and select which device you want to use.
serial = COM1, 57600 (default)  device = what you want and select target VDD

serial

device

[COMT =]
[E7600 =]

|MID.5.SE.EI

& 3,3y

=l

serial

device

[COMT =]
[E7600 +]

|MID.5.82,1

@ 3 3

=l

By

[In MiDAS2.0/MiDAS3.0]

@> CORERIVER

[In Other Device]

GenlICE3000
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1. Procedure

5. Power on the GenlICE3000 system.

6 . Load the HEX Fipenwsing tool button n

7. Select the buffer mode for Commands (Blank, Write, Verify, Read, Lock, and Auto)

8. User can modify the HEX code.

¥ GENICE MANAGER [VER.Noy 27 2009]

3

file setal device select function
Mew || Open I Save | [COMB -] | [TouchCore3.0 | i all Erase
Blank check
57600 - {* 33w i
Write
Qooonooo FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF .. ... .. .. ... ... . e Lock
0o0onoio FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF .. ... .. .. ... ... . —
00000020 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF .. ... .. .. ... ... . Auto
00000030 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF .. .. ... .. .. . ... .
00000040 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF .. ... .. .. ... ... . Run Target
00000050 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF .. ... .. .. ... ... .

00000060 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF L. ... oo .
00000070 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF L. ... . oo Werify
00000080 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF L. ... . oo —
00000090 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... ... . oo Bead
000000A0D FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF L. ... . oo —
000000BD FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... .. .. .. . oo fFRFF
000000CE FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF L. ... oo

00000000 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF L. ... . oo Stop
000000ED FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... ... oo I |
000000FD FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF ... ... . oo Sefting
00000100 FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF L. ... oo :

AAAAAA A A TR T T TR TR T T T TR TR T e e T e e hd

GIZ UpGrade
GI3 UpGrade

fi
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1. Procedure

11. How to Program the MCU Device : Total 2 Methods

function [ Met hod 1] step by step using ATool Buttonso
Erase 1) Press theEr asuetdt,onanid check the result.
— (User Must execute fErased Command before
,M 2) Press t hBl abrukkdt,onamid check the result.
Write 3) Press thwribuéeédbonamd check the resul't
Lock 4) Press t heEocbkudt,t oanndi check the result.
Auto

FIunTarget| [ Met hod 2] using AAuto Burningo

Warify | 1) Set the fAAutoo burning options using tool
Read | 2) Press t hAutboud,t oanndi check the result.

Stap
Setting

G2 UpGrade | v Erase W Write
G133 UpGrade | [~ Blank I erify

[~ Lock

autn config | user define | information block | lock bit |

Cancel
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1. Procedure (5 of 6)

12.Run Application the MCU Device

function

Erase

Blank check |

Write

Lock |

Auto |

\ 4

Fun Target |

Merify

Bead |
[ooa  [FFPF

Stop
Setting

G2 UpGrada |
G153 UpGrade |

13.Stop Application

@5 CORERIVER

you click the button ARun appo, the
will change to the button AStop app
Stop app

GenICE3000 [20]



1. Procedure (6 of 6)

14. Upgrade for GenlICE 2000/3000

function

Erase 15. Upgrade Start

Blank check |

Write

Lock |
Run Target |

GenlCE_Manager

GenlCE3000 Upgrade Start!

auo | 16. Upgrade Running

ILIpcIate - Address [0x0R20]
Marify

Head | |i
[0000  [FFPF

Stop
Sefting

G2 UpGrade |

GI3 UpGrade |

17. Finish Upgrade

\4

Upgrade

18. Power Off

@) CORERIVER

GenlCE_Manager

Power Off Please!! min[1]sec[31]
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Appendix C : Update History

¢ V1.0

v" First Release.
¢ Vil

v Add OHow to Dowml oad the Program
¢ V1.2

v" Add Select Address read, Upgrade function
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